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REVISIONS. NOTE: UPDATE REV TABLE BUT LEAVE OFF PDF DRAWING SPACE
REV. DESCRIPTION DATE EDITED BY REVIEWED BY

A Initial Release 6/2/2022 MC MB

B

Loosened tolerance on connector housing length. Updated 
castings to black e-coat and the gasket to grey. Corrected 

connector housing colors. Updated REB, K-code and A-code 
connector housing for new shape and keying feature.  Removed 
SCALE from Shaft Keyway Section. Updated title blocks. Removed 

light pipe cover from motor, added an accesory page for it. 
Updated visuals of Dongle and added cable view.

8/8/2023 MB JK

Model Number L
CPM-_ _ _ _ -231_ _ - _ _ _ 3.591 [91.21]
CPM-_ _ _ _ -232_ _ - _ _ _ 4.339 [110.21]
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Teknic ClearPath  - IP66K/IP67
Fractional HP, DC Input
NEMA 23

®
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231 Motor For Reference
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To allow easy connection in multiple orientations, a USB-C
cable can be plugged into any one of three locations.

(Cables not Included)
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Unless otherwise specified, untoleranced
dimensions default to:
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USB-IR Converter
P/N: CPMS-USB-IR
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Package of five (5) covers.
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